SPECIFICATIONS

RDV-1.1 Universal DVD Player

Signal Readout System

Optical no-contact Frequency Response

Linear Velocity

3.49 m/s (Single Layer)

4Hz-20 kHz (CD), 4 Hz-44 kHz (DVD),
2 Hz-100 kHz (DVD-Audio),
2 Hz-100 kHz (Super Audio CD)

3.84 m/s (Dual Layer)

- Harmonic Distortion 0.001%
Error Correction System Reed-Solomon product code
- Dynamic Range 100 dB
Signal System PAL/INTSC
— Signal-to-Noise Ratio 118 dB
Video Output 1.0Vp-p, 75 Q,

Negative sync., Pin jack x 2 Wow and Flutter

S-Video Output

Below threshold of measurability

(Y) 1.0 Vp-p, 75 Q, Dimensions (W x H x D)

435 x 123 x 381 mm

Negative sync., Mini DIN
4-pinx2,(C)0.286 Vp-p, 75Q  Weight

12.1kg

Component Signal Output

(Y) 1.0 Vp-p, 75 Q,
Negative sync., Pin jack x 1
(Pe)/(PR) 0.7 Vp-p, 75 Q

Supplied Accessories

Audio-Video cable, S-Video cable,
Remote control transmitter RC-561DV,
HDMI cable, i.LINK cable

RGB Signal Output

0.7Vp-p, 75 Q

Audio Input
Digital Audio Coaxial
Digital Audio Optical

0.5 Vp-p, 75 Q, Pin jack x 1
22,5 dBm x 1

Audio Output
Digital Audio Coaxial

0.5 Vp-p, 75 Q, Pin jack x 2

Digital Audio Optical -22.5 dBm x 2
Audio Output 2.0V (RMS), 470 Q, Pin jack
Analogue Audio (LR)X2,

2.0V (RMS), 470 Q,
Pin jack (LoL1, RoRy, SL, SR, C, ) x 1
2.0V (RMS), 470 Q,

D-Sub 25 Pin (Lo, RoRy, SL, SR, C, §)x 1

® THX® Ultra Certification ® 12V Trigger Input and IR Input/Output
® DVD-Audio and Super Audio CD Playback ® Multi-Channel Outputs
= Oplus FlexScale High-Definition Video Scaling of DVD and External = 5 Digital Audio Outputs (1 AES/EBU, 2 Optical, 2 Coaxial)
Sources = S-Video Input/2 Outputs
B NTSC 3:2 Pull-Down/PAL Veridic Progressive Scan with Silicon Image = Composite Video Input/2 Outputs
Chipset Due to a policy of continuous product improvement, Onkyo reserves the right to change specifications and appearance without notice.
u High-Quality HDMI Audio and Video Input and Output = SCART AV Connector THK! and “Ulta” are trademarks o registered trademarks of THX Lid. Al rghts reerved
= Parallel Outputs—All Outputs Active Simultaneously "Dolby" and the double-D symbol are trademarks of Dolby Laboratories Licensing Corporation.
® 2 i.LINK (IEEE1394) Digital Outputs for DVD-Audio and Super Audio CD PR o "DTS" is a trademark of Digital Theater Systems, Inc.
. ® Dolby® Digital and DTS® Decoder "HDMI" is a trademark or registered trademark of HDMI Licensing, LLC.
® 2 BNC Component Video Outputs ; . ; "FlexScale” s a trademark of Oplus Technologies, Ltd
) ® Plays DVD-Audio & Video, Super Audio CD, CD-Rs, CD-RWs, DVD+Rs, B P gies,
) @ Wlm s litianis () DVD:RWs, JPEG/Picture CDs, MP3 CDs, Video & Audio CDs LN i trademar o Sony Corporation
) § . i b 0 "VLSC" is a trademark of Onkyo Corporation.
® Apogee Master Clock for the Highest Quality D/A Conversion = On-Screen Display (English, French, Spanish, German, Italian, Japanese) Al trademarks, registered trademarks, copyrights and images are the property of their respective owners
® VLSC—Vector Linear Shaping Circuitry = 4-Mode Display Dimmer Integra Research Division of JAPAN Business Unit Dept. 2-1, Nisshin-cho, Neyagawa-shi, Osaka 572-8540, JAPAN Tel: 81-72-831-8005 Fax: 81-72-833-5222  htp://www.onkyo.com/
» Exclusive Dual Direct Digital Path . - EUROPE Liegnitzerstrasse 6, 82194 Grobenzell, GERMANY Tel: 49-8142-4401-0 Fax: 49-8142-4401-555  hittp://www.onkyo.net/
9 X ® Video Circuit On/Off Control U.S.A. 18 Park Way, Upper Saddle River, N.J. 07458, U.SA. Tel: 1-201-785-2600 Fax: 1-201-785-2650 http://www. m
= Wolfson 192 kHz/24-Bit Audio DACs ® Rigid Aluminium Front/Side/Top Panels and Brass Stabilizers CHINA Units 2102-2107, Metroplaza Tower |, 223 Hing Fong Road, Kwai Chung, N.T, HONG KONG, SAR of China Tel: 852-2429-3118 Fax: 852-2428-9039  http://www.onkyochina.com/
® Analog Devices Dual 216 MHz/14-Bit High-Grade Video D/A Converters g Backlit/Preprogrammed & Learning Remote

m Bi-Directional RS-232 Terminal
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