










System Specifications
SPL	 114dB peak
Frequency Response	 35Hz - 20kHz
 
Satellite / Center
Enclosure Material	 ABS plastic
Enclosure Type	 Ported
Available Finishes	 High-gloss black

Dimensions (H x W x D)	 Satellite: 8.6" x 4" x 5.5"

Drive Components	 Tweeters: 0.75" aluminum dome
	 Mid-Bass Drivers: 2.5" fiber 
	 composite cone
Bandwidth (Sat/Center)	 150Hz - 20kHz
Recommended Amplifier Power	 Up to 100 watts/ch

Powered Subwoofer
Enclosure Material	 Vinyl wrapped MDF
Enclosure Type	 Bass-reflex via front-firing port
Available Finishes	 Black pica vinyl
Dimensions (H x W x D)	 15.75" x 11.5" x 17.75"

Driver	 10" fiber-composite cone
Amplifier	 Digital Hybrid; 200 watts 
	 RMS (420 watts peak)
Bandwidth	 35Hz - 120Hz
Level Control	 Rear panel mounted
Crossover Control	 Variable, 40Hz - 120Hz
Phase Control	 Switch, 0° or 180°

System Specifications
SPL	 112dB peak
Frequency Response	 36Hz - 20kHz
 
Satellite / Center
Enclosure Material	 ABS plastic
Enclosure Type	 Closed
Available Finish	 High-gloss black

Dimensions (H x W x D)	 Satellite: 6" x 3.6" x 3.85"
	 Center Channel: 3.6" x 9" x 3.85"

Drive Components	 Tweeters: 0.75" aluminum dome
	 Mid-Bass Drivers: 2.5" IMG
Bandwidth (Sat/Center)	 150Hz - 20kHz
Recommended Amplifier Power	 Up to 100 watts/ch

Powered Subwoofer
Enclosure Material	 Vinyl wrapped MDF
Enclosure Type	 Bass-reflex via rear-firing port
Available Finishes	 Black pica vinyl

Dimensions (H x W x D)	 13.9" x 12.5" x 12.5"
Driver	 8" fiber-composite cone
Amplifier	 100 W
Bandwidth	 36Hz - 200Hz
Level Control	 Rear panel mounted
Crossover Control	 Variable, 60Hz - 200Hz
Phase Control	 Switch, 0° or 180°

System Specifications
SPL	 110dB peak
Frequency Response	 40Hz - 20kHz
 
Satellite / Center
Enclosure Material	 ABS plastic
Enclosure Type	 Closed
Available Finish	 Satin black

Dimensions (H x W x D)	 Satellite: 5.5" x 3.6" x 3.85"
	 Center Channel: 3.6" x 7.5" x 3.85"

Drive Components	 Tweeters: 0.75" fabric
	 Mid-Bass Drivers: 2.5" IMG
Bandwidth (Sat/Center)	 150Hz - 20kHz
Recommended Amplifier Power	 Up to 100 watts/ch

Powered Subwoofer
Enclosure Material	 Vinyl wrapped MDF
Enclosure Type	 Bass-reflex via rear-firing port
Available Finishes	 Black pica vinyl

Dimensions (H x W x D)	 11.8" x 9.9" x 14.6"
Driver	 6.5" fiber-composite cone
Amplifier	 80 W
Bandwidth	 40Hz - 200Hz
Level Control	 Rear panel mounted
Crossover Control	 Variable, 60Hz - 200Hz
Phase Control	 Switch, 0° or 180°
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